
 

 

ITEROXID 100%-GR HIGH PERFORMANCE | MICRONIZED IRON 
OXIDE FOR COLORED MIX 
 

1. APPLICATION 
ITEROXID 100%-GR HIGH PERFORMANCE has the following properties: 

 Is a revolutionary concept of pigment for hot mixes (synthetic or asphaltic), designed to optimize 
special pavement mixes during the production process.  

 Is a 100% granular based pigment specially studied to avoid dust during transportation, handling 
and dosing. 

 Is used to realize pleasant environmental effects (pedestrian zones, sidewalks, private roads, 
cycle tracks, parking lots, sport fields, etc.), road safety in hazardous zones (parking areas, 
crossings, emergency lanes, etc.) and enhance the surface visibility (tunnels, etc.). 

 The production of red mixes with ITEROXID 100%-GR HIGH PERFORMANCE does not provide 
any type of plant, process nor application modifications. 

 Is 100% water and UV resistant. 
 Improves colour intensity and mechanical properties of the mix. 
 Increases workability even at low temperatures. 
 Reduces the binder content and reduces by 40% the pigment quantity. 
 

2. COMPOSITION 
Micronized Red Iron Oxide 
 

3. PHYSICAL PROPERTIES 
Aspect  Cylindrical granule 3 x 1 mm 
Colour  Red 
Pigment content  80% 
Dispersing Agent  EVA Polymer + special additive 
Melting point  80-110°C 

 
 
 

 

 



Bitumen (black) Synthetic binder
1,8 - 3,0 % i/m 0,5 - 1,5 % i/m

With Synthetic Binder 1,5% pigm-powder = 1,0% NC + R
5,0% pigm-powder = 3,0% NC + R
3,0% pigm-powder = 2,5% NC + R

With Bitumen (black)

 
4. DOSAGE  

ITEROXID 100%-GR HIGH PERFORMANCE's dosage depends on the requested shade, type of 
binder, aggregate and mix-design. Typical dosage in total mix:  
 
 
 
The pigment is pre-dispersed in a high resistance polymer and special additive. To optimize the pigment 
compatibility with the binder, along with a reduction of the quantities by 40%, and to obtain the same 
colour than powder pigments: 
 
 
 
 

5. STORAGE 
Sheltered from humidity and it's original package. 
 

6. PACKAGE 
In thermoplastic bags of 10 kg or in Big-bags. 
 

7. DIRECTION FOR USE 
During the mixing process, it is recommended to add ITEROXID 100%-GR HIGH PERFORMANCE 
simultaneously with the binder injection. It is also recommended to slightly increase the mixing time to 
obtain a more homogeneous mix. 
 

8. SAFETY PRECAUTIONS 
See the product's MSDS. 
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